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The following metes and bounds description of the Shawvers Run
Wilderness Area is situated east of State Route 311, south of State
Route 18, northwest of Forest Service Route 177.1 in Craig and
Alleghany County, Virginia; said Shawvers Run Wilderness Area lying
in the Jefferson and George Washington National Forest. All
bearings in this description are reference to grid north as
determined by polaris observations and ties to actual established
grid points. as provided by the U. S. Forest Service. All angles
and distances were measured with a Pentax total station. All
bearing trees described herein have been blazed, scribed BT, and
tagged as per Forest Service standards. BEGINNING AT CORNER 1, set
a standard 1"x30" USFS aluminum monument in stone pile, stamped
SRWA 1, 100 feet westerly of Forest Service Route 177.1 in line
between corners 6 and 1 of USA Tract 1532B and established new
bearing trees (1) 10" white ocak N 66° 38' E, 37.11 feet, (2) 6" oak
N 32° 39' W, 38.17 feet and (3) 8" white oak N 1° 43' E, 9.23 feet.
Thence
NORTH 76° 22' 17" WEST, 1980.85 feet to CORNER 2, found a monument
stamped 6-945 dated 1965 witnessed by (1) 15" white ocak § 15° 12°'
E, 23.49 feet, (2) 15" chestnut cak N 45° 06' W, 28.32 feet and (3)
15" chestnut oak § 89° 12' E, 3.44 feet. Reset said monument
firmly and built stone pile around said monument and stamped €-945
and SRWA 2 and established new bearing tree {(4) 18" white oak N 31°
44' E, 23.29 feet, said corner 2 also being corner 6 of U. S. Tract
945, said corner 2 also lying at the top of a ridge.
Thence

NORTH 30° 43' 55" WEST, crossing a fence at 328 feet, in all a



total distance of 437.52 feet to CORNER 3, found a brass cap
concrete Forest Service monument stamped 364-1936 witnessed by (1)
a twin 12" chestnut oak § 30° 10' W, 11.59 feet, reset said
monument firmly and built stone pile around and stamped 41-14 and
SRWA 3 and established new bearing trees (2) 11" red ocak N 54° 38!
E, 10.50 feet and (3) 8" red oak S 75° 26' E, 10.07 feet, said
corner 3 also being corner 41 of U.S.A. Tract 14.
Thence
NORTH 3° 25' 23" EAST, cfossing a fence at 57 feet, in all a total

distance of 1529.36 feet toc CORNER 4, found an 8"x8"x4" red planted

stone in a stone pile witnessed by (1) a dead 10" locust N 65° 39!
E, 11.56 feet (2) dead 7" locust S 32° 12' E, 17.17 feet, replace
said stone with a USFS standard ‘2"x30“ aluminum monument and
erected a stone pile and stamped 42-14 and SRWA 4 and established
new bearing trees (3) 15" maple S 69° 51' E, 18.66 feet (4) 7"
maple S 22° 39' E, 5.39 feet and (5) 15" pin ocak N 12° 51' E, 25.83
feet, said corner 4 also being corner 42 of U.S.A. Tract 14.
Thence

"NORTH 43° 13' 35" EAST, crossing a ridge at 423 feet, crossing a
drain at 711 feet and crossing a ridge at 1157 feet, 1in all a total

digtance of 1954.88 feet to CORNER 5, found a 12"x15"x5" stone with

chiseled "X" in a stone pile with red paint witnessed by (1) 10"
red cak N 14° 25' E, 12.93 feet (2) 10" double ash § 39° 51' E,
10.12 feet, replace said stone with a standard USFS 2"x30" aluminum
monument stamped 43-14 and SRWA 5 and erected a stone pile,
established new bearing trees (3) 15" pin cak S 63° 23' W, 20.01

feet and (4) 5" maple S 10° 07' E, 10.12 feet, said corner 5 also



being corner 43 of U.S.A. Tract 14.

Thence
SOUTH 69° 59¢ 52" EAST, 660.06 feet to CORNER 6, found a fallen
spanish oak 36" in diameter and blazed as a corner tree witnessed
by (1) 19" maple N 84° 26' E, 29.13 feet (2) 18" ash § 77° 08' W,
23.96 feet, set a standard USFS 2"x30" aluminum monument in the
center of the spot where the said 36" spanish oak formerly stood
stamped 44-14 and SRWA 6, erected a stone pile and established new
bearing trees (3) 8" maple N 54° 32' E, 22.27 feet and (4) 17" ash
S 7° 33' W, 28.73 feet said corner 6 also being corner 44 of U.S.A.
Tract 14.

Thence
NORTH 02° 42' 29" WEST, crossing a drain at 26 feet, in all a total
distance of 667.37 feet to CORNER 7, found a fallen and decaying
17" hickory broken approximately 4 inches off ground witnessed by
(1) 10" red oak N 43° 49' W, 7.2 feet, set a standard USFS 2%x30"
aluninum reference monument 1.5 feet on line between SRWA 6 and
SRWA 7 .referencing said hickory stump corner 7 stamped 45-14 and
SRWA 7, erected a stone pile around said reference monument and
established new bearing trees (2) 6" maple N 15° 33' E, 23.6 feet
and (3) 11" hickory S 73° 04' E, 26.19 feet, said cormer 7 also
being corner 45 of U.S.A. Tract 14.

Thence
NORTH S52° 23' 20" WEST, 1437.61 feet to CORNER 8 found a scattered
stone pile witnessed by (1) 14" chestnut oak S 22° 28' E, 11.73
feet (2) 9" chestnut cak S 86° 65' E, 10.96 feet, set a standard

USFS 2"x30" aluminum monument using witness trees and existing



stone pile and erected a new stone pile stamped 46-14 and SRWA 8
and established new bearing trees (3) 13" maple N 34° 38' W, 24.87
feet and (4) 13" pin oak N 29° 52' E, 26.31 feet, said corner 8
also being‘corner 46 of the U.S.A. Tract 14.

Thence
SOUTH 67° 48' 26" WEST, crossing a branch at 323 feet and crossing
a woods road at 418 feet, in all a total distance of 477.69 feet to
CORNER 9, found an existing 16 inch hickory blazed as a corner tree
witnessed by (1) 14" shaggy bark hickory N 49° 47' E, 31.5 feet re-
scribed tree marks and scribed €47, T14, SRWA 9 on the south side
of said hickory and established new bearing trees (2) 8" pin ocak N
63° 11' E, 37.7 feet (3) 13" maple § 41° 59' E, 31.15 feet and (4)
8" maple N 27° 46' E, 42.00 feet said corner 9 also being corner 47
of U.S.A. Tract 14.

Thence
NORTH 08° 00' 58" EAST, crossing a woods road at 46 feet, crossing
a branch at 121 feet and crossing a ridge of 489 feet, in all a
total distance of 729.97 feet to CORNER 10, found a standard
concrete USFS monument marked 365-1936 near a point where chestnut
oak formerly stood witnessed by (1) 8" locust 5 14° 15' W, 12.185
feet, set a standard USFS 2"x30" aluminum monument where said
chestnut cak formerly stood stamped 48-14 and SRWA 10 and erected
a stone pile and established new bearing trees (2) 16" pin ocak N
61° 12' W, 21.97 feet (3) 6" maple N 10° 51' W, 24.24 feet and (4)
8" maple S 2° 37' W, 39.25 feet, said cormer 10 also being corner
48 of U.S.A. Tract 14. |

Thence



SOUTH 69° 49' 55 WEST, crossing a ridge at 209 feet, crossing a
branch at 557 feet and crossing a woods road at 719 feet, in all a

total distance of 824.52 feet to CORNER 11, found a 24"x4"x3"

planted rock 230.00 feet from valley branch, set a standard USFS
29x30" aluminum monument stamped 49~14 and SRWA 11 and erected a
stone pile, established new bearing trees (1) 11" ash S 46° 06' W,
21.84 feet (2) 10" hickory N 8° 34' W, 18.91 feet and (3) 13"
hickory N 17° 35' E, 47.99 feet said corner 11 also being corner 49
of U.S.A. Tract 14.

Thence
SOUTH 58° 51' 27% WEST, 87.25 feet to CORNER 12, found several
scattered painted rocks witnessed by (1) 14" hickory N 51° 37' W,
89.17 feet, set standard USFS 2"x30" aluminum monument stamped 50-
14 and SRWA 12 and erected a stone pile established new bearing
trees (2) 7" white ocak S 39° 15' W, 22.69 feet (3) 21" oak N 60°
26' W, 29.18 feet and (4) 22" yellow poplar N 7° 16' W, 5.69 feet
said corner 12 also being corner 50 of U.S.A. Tract 14.

Thence
NORTH 57° 24' 44" WEST, crossing a woods road at 784 feet, in all

a total distance of 1180.98 feet to CORNER 13, found a rock pile

with a stone painted and marked "X" witnessed by (1) 19" gum N 86°
29' W, 22.17 feet, set a standard USFS 2"x30" aluminum monument and
stamped 51-14 and SRWA 13 and erected a stone pile and established
new bearing trees (2) 12" pin oak N 39° 56' W, 16.21 feet (3) 17"
gum N 62° 25' E, 22.18-feet and (4) 13" pin oak § 15° 36' W, 19.97
feet, said corner 13 also being corner 51 of U.S.A. Tract 14.

Thence



SOUTH 84° 51' 57" WEST, crossing a ridge at 402 feet, in all a

total distance of 956.59 feet to CORNER 14, found a painted rock

21"x10"x7" 60 foot east of a branch witnessed by (1) 15" fallen
tree N 80° 46' W, 19.5 feet (2) 7" dogwood S 60° 23' E, 15.0 feet,
set standard USFS 2"x30" alumihum monument stamped 52-~14 and SRWA
14 and erected a stone pile, established new bearing trees (3) 10"
double chestnut cak S 81° 57' W, 26.47 feet (4) 19" red oak N 5°
00' E, 35.14 feet and (5) 15" red ocak N 68° 40' E, 22.01 feet said
corner 14 also being corner 52 of U.S.A. Tract 14.
Thence
SOUTH 48° 07' 23" WEST, crossing a branch at 84 feet, crossing a
swell at 1187 feet, crossing a woods road at 2066 feet, in all a
total distance of 2107.51 feet to CORNER 15, found 2 separate
scattered stone piles witnessed by (1) 16" hickory S 08° 39' W,
6.10 feet (2) 15" white oak N 44° 56' W, 23.40 feet, set a standard
USFS 2"x30" aluminum monument stamped 53-14 and SRWA 15 and erected
a stone pile from witness trees and established new bearing trees
(3) 9" white oak N 6° 49' E, 17.00 feet, (4) 11" white oak N 34°
23' E, 26.80 feet and (5) 11" yellow poplar S 69° 24' W, 30.68 feet
said corner 15 also being corner 53 of U.S.A. Tract 14.
Thence

NORTH 38° 31' 04" WEST, crossing a woods road at 215 feet, in all
a total distance of 529.13 feet to CORNER 16, found an existing
stone pile painted red in a hollow witnessed by (1) 19" cucumber S
83° 49' E, 4.88 feet, set a standard USFS 2"x30" aluminum monument
stamped 54-14 and SRWA 16 and erected a stone pile, set new bearing

trees (2) 10" chestnut oak N 41° 47' E, 30.11 feet and (3) 13" red



ocak S 71° 34' W, 26.56 feet, said corner 16 also being corner 54 of
U.S.A. Tract 14.

Thence
NORTH 27° 52' 33" WEST, crossing a ridge at 741 feet and crossing

a ridge at 2012 feet, in all a total distance of 2468.59 feet to

CORNER 17, set 1"x30" USFS aluminum monument stamped SRWA 17 and
erected a stone pile at the bottom of a steep northwest slope on a
northwest ridge in a saddle and set new bearing trees (1) 9"
hickory N 11° 08' W, 18.51 feet (2) 12" oak N 61° 55' E, 11.96 feet
and (3) 12" cak S 42 14' E, 35.87 feet.
Thence

NORTH 36° 16' 00" EAST, crossing a swell at 1085 feet, crossing a
branch at 1394 feet, crossing a swell at 1810 feet, in all a total

distance of 2726.45 feet to CORNER 18, found a painted stone pile

in flat 200 feet from a branch and 225 feet from a hunt club
witnessed by (1) 17" pin oak S 53° 20' W, 13.40 feet, set standard
USFS 2"x30" aluminum monument in the center of existing painted
stone pile stamped 86-14 and SRWA 18 and erected a stone pile and
set new bearing trees (2) 6" pin oak § 72° 01' W, 7.84 feet (3) 11"
pin oak S 71° 09' E, 25.28 feet and (4) 7" hickory S 50° 56' E,
14.74 feet said corner 18 also being corner 86 of U.S.A. Tract 14.
Thence
NORTH 37° 04' 41" EAST, crossing a woods road at 138 feet, crossing
a branch at 159 feet, crossing a woods road at 237 feet, crossing
a fence at 1708 feet crossing a ridge at 1715 feet, in all a total
distance of 1767.51 feet to CORNER 19, found stone pile in blaze

line and set USFS 2"x30" aluminum monument at existing stone pile



stamped 5-499C and SRWA 19, set new bearing trees (1) 8" chestnut
oak N 17° 28' W, 19.08 feet (2) 7" chestnut oak N 79° 30' E, 18.72
feet (3) 7" pin ocak S 27° 14' W, 3.65 feet said corner 19 also
being corner 5 of U.S.A. Tract 499cC.

Thence
NORTH 28° 50' 08" EAST, crossing a branch at 319 feet, in all a
total distance of 2432.33 feet to CORNER 20 and set a 1“x30"™ USFS
aluminum monument stamped SRWA 20 and erected a stone pile on the
top of the northwest ridge 150.00 feet east of a saddle and 500
feet east of a knob, set new bearing trees (1) 8" black ocak § 51°
37' E, 25.71 feet (2) 10" red oak S 20° 25' W, 38.73 feet and (3)
10" red cak N 50° 56' E, 18.98 feet.

Thence
NORTH 57° 05' 15" EAST, crossing a swell at 264 feet, crossing
wocds road at 284 feet, crossing a creek at 558 feet, crossing a
ridge at 2663 feet; crossing a drain at 4335 feet, crossing a woods
road at 4492 feet, crossing a ridge at 4597 feet, crossing a woods
road at 4917 feet, crossing a creek at 5024 feet, crossing a ridge

at 6721 feet, in all a total distance of 8495.58 feet to CORNER 21,

set a standard USFS 1"x30" aluminum monument stamped SRWA 21 and
erected a stone pile in the middle of a northwest drain and
established new bearing trees (1) 6" maple, S 64° 30' E, 5.77 feet
(2) 7" red oak 8 89° 50' W, 20.84 feet and (3) 5" maple N 12° 35!
W, 19.19 feet.

Thence
NORTH 29° 42' 04" EAST, crossing a drain at 108 feet, crossing a

ridge at 787 feet, in all a total distance of 1471.64 feet to



CORNER 22, found a painted stone pile on a northwest hill 140 feet
from State Route 607 witnessed by (1) 14" gum N 25° 08' E, 27.02
feet (2) 17" black cak § 62° 23' E, 20.08 feet, set a standard USFS
2"x30" aluminum monument stamped 264-14 and SRWA 22 in the center
of an existing stone pile and erected a new stone pile, set new
bearing trees (3) 5" virginia birch N 11° 12' E, 5.13 feet (4) 9"
chestnut oak N 61° 33' E, 1028 feet and (5) 6" virginia birch 8§ 5°
38' E, 16.11 feet, said corner 22 also being corner 264 of U.S.A.
Tract 14.

Thence
NORTH 04° 20' 16" EAST, 47.33 feet to CORNER 23, set a standard
1"x30" USFS aluminum momment stamped SRWA 23 and erected a stone
pile on the northwest hill on 1ine between USFS corner 264 Tract 14
and Forest Service corner in Shawvers Run and 100 feet from the
centerline of State Route 607, set new bearing trées (1) 8"
chestnut ocak S8 3° 32' W, 28.87 feet (2) 10" chestnut ocak N 35° 37!
E, 18.04 feet and (3) 17" red ocak S 62° 40' E, 29.53 feet.

Thence a meander line running generally 100 feet southeasterly
of State Route 607 the following courses and distances:

NORTH 66° 28' 04V EAST, 297.87 feet

NORTH 58° 10' 53" EAST, 239.55 feet

NORTH 70° 26' 19" EAST, 372.76 feet

NORTH 48° 10' 08" EAST, 316.10 feet

NORTH 42° 31" 27" EAST, 73.06 feet to CORNER 24, corner 24 is in

the center of Shawvers Run and 100 feet east of State Route 607,
set a reference USFS 1"x30" aluminum monument stamped SRWA 24RM,

25"t southwest on line and erected a stone pile, reference monument



bears S 52° 51' 43" W, 24.83 feet from corner 24, and established
new bearing trees (1) yellow poplar N 60° 56' E, 14.22 feet (2) 8"
virginia birch S 48°¢ 33' E, 49.80 feet and (3) 21" ﬁhite cak S 15°
01' W, 27.72 feet.

Thence generally running along Shawvers Run and an un-named
mountain branch the follo\}ing courses and distances:
SOUTH 88° 0l1' 05" EAST, 115.96 feet

NORTH 26° 30' 00" EAST, 177.50 feet

NORTH 38° 00' 00" EAST, 141.00 feet

NORTH 27° 58' 24" EAST, 177.23 feet

NORTH 08° 27' 38" EAST, 93.63 feet

NORTH 30° 42' 56" EAST, 97.28 feet

NORTH S52° 231' 52" EAST, 74.98 feet

NORTH 64° 02' 43" EAST, 151.76 feet

NORTH 88° 55' 18" EAST, 45.08 feet

NORTH 78° 00' 00" EAST, 92.50 feet

NORTH 63° 00' 00" EAST, 90.00 feet

NORTH 71° 30' 00"™ EAST, 77.50 feet

NORTH 45° 00' Q00" EAST, 27.00 feet

NORTH 77° ilt 28" EAST, 29.09 feet

NORTH 66° 17' 57v EAST, 200.89 feet

NORTH 50° 56! 03" EAST, 188.48 feet

NORTH 62° 09! 30" EAST, 176.83 feet

NORTH 76° 05! 091 EAST, 52.16 feet

SOUTH 84° 46' 11" EAST, 124.43 feet
NORTH 78° 05' 57" EAST, 51.15 feet

NORTH 68° 027' 17" EAST, 132.28 feet




SOUTH 41° 52' QO" EAST, 94.11 feet

SOUTH 33° 47" 32" EAST, 56.98 feet

NORTH 36° 56%' 42" EAST, 103.95 feet

NORTH 26° 56' 56" EAST, 62.57 feet

NORTH 84° 38' 449 EAST, 77.42 feet

E0UTH 46° 54" 53" EAST, 36.65 feet

NORTH 32° 26' 40" EAST, 97.53 feet

SOUTH 74° 10' 33" EAST, 88.18 feet
SOUTH 41° 21' 43" EAST, 19.81 feet

SOUTH 40° 34¢' 35" EAST, 59.38 feet-

NORTH 48° 21' 34" EAST, 49.62 feet

SOUTH 54° 307 02" EAST, 63.28 feet

NORTH 74° 30! 45" EAST, 87.65 feet

NORTH 17° 05% 02" EAST, 41.59 feet

SOUTH 85° 26' 26" EAST, 57.96 feet

NORTH 38° 16t 43" EAST, 39.66 feet

SOUTH 73° 56' 39" EAST, 105.13 feet

SOUTH 40° 34' Q2% EAST, 81.77 feet

SOUTH 89° 20' 05" EAST, 64.51 feet
NORTH 41° 16' 51" EAST, 39.72 feet
NORTH 10° 27' 16" WEST, 22.97 feet

NORTH 14° 37' 19" EAST, 67.68 feet

NORTH 73° 01' 37" EAST, 107.13 feet.

NORTH 51° 51' 32" EAST, 97.74 feet

NORTH 30° 42' 36" EAST, 39.75 feet

NORTH 89° 09' 14" EAST, 32.75 feet

SOUTH 26° 32' 29" EAST, 81.93 feet



SOUTH €0° 38' 54" EAST, 51.73 feet
SOUTH 62° 39% 32V EAST, 42.77 feet

NORTH 61° 56' 17" EAST, 54.56 feet

SOUTH 88° 49° 51" EAST, 55.58 feet

NORTH 57° 54V 21% BAST, 113.10 feet to CORNER 25, in the center of
a creek and 100.00 feet east of the centerline of State Route 607,.
set a USFS 1"x30" aluminum reference monument 23 feet due east of
corner 25 stamped SRWA 25 and erected a stone pile, reference
monument bears S 85° 43' 43" E, 23.93 feet from corner 25, and
established new bearing trees (1) 10" yellow poplar N 49° 49' E,
23.73 feet (2) 4" iron wood S 72° 39!' E, 6.72 feet and (3) 5" iron
wood S 6° 19' W, 13.65 feet.

Thence a meander line running generally 100 feet southerly of
State Route 607:
NORTH 68° 24' 53" EAST, 509.56 feet to CORNER 26, set a standard
USFS 1"x30" aluminum monument in stone pile stamped SRWA 26, 100
feet southeasterly of State Route 607, and established new bearing
trees (1) 8" white oak S 26° 45' E, 13.71 feet (2) 3" beech S 38°
32' W, 5.47 feet and (3) 13" white ocak S 87° 01' W, 13.28 feet.

Thence leaving said meander line
SOUTH 35° 32' 50" EAST, 531.91 feet, found a scattered stone pile
witnessed by (1) 16" white oak S 86° 44' W, 69.5 feet, set a
standard USFS 2"x30" aluminum monument stamped 267-14 and SRWA 27
and erected a stone pile, set new bearing trees (2) 17" pin ocak S
2° 55' E, 23.32 feet (3) 6" chestnut cak S 55° 53" W, 7.38 feet and
(4) 11" chestnut ocak N 56° 42' W, 12.23 feet, said corner 27 also

being corner 267 of U.S.A. Tract 14.



Thence
SOUTH 11° 32" 50 EAST, 2563.88 feet to CORNER 28, found an 8'x8'x4"'
rock with a chiseled "X" witnessed by (1) 18" white ocak N 40° 35°
W, 33.64 feet, set a standard USFS brass cap over the "X" and
stamped said cap 268-14 and SRWA 28, and established new bearing
trees (2) 7" pin oak S 23° 08' E, 19.51 feet (3) 6" pin ocak S 22°
41' W, 35.76 feet and (4) 18" chestnut oak S 57° 37' W, 24.80 feet,
said corner 28 also being corner 268 of U.S.A. Tract 14.

Thence
SOUTH 17° 55' 27" EAST, crossing a woods road at 815 feet, in all

a total distance of 903.78 feet to CORNER 282 on a slight slope

next to a woods road and 125 feet west of a branch set a standard
USFS 1"x30" aluminum monument stamped SRWA 283A and erected a stone
pile, and established new bearing trees (1) 7" scarlet oak N 82°
00' E, 34.71 feet (2) 9" pin ocak S 15° 04' W, 29.61 feet (3) 9"
pine N 61° 50' W, 22.44 feet.

Thence

SOUTH 02° 18' 00" WEST, 954.54 feet to CORNER 29, found a 17" pin

ocak blazed and painted and witnéssed by (1) 7" ash N 26° 41 E, 17.1
feet, (2) 21" pin ocak N 88° 25 E, 6.7 feet, open line hacks and
base blazed on corner tree and scribed TR-14EX5 corner 8 and
establushed new bearing tree (3) 8" pin ocak S 54° 46' W, 31.8 feet,
said corner 29 also being corner 8 of U.S.A. Tract 14 Exception 5.
Thence
SOUTH 45° 57' 05" WEST, crossing a drain at 373 feet, in all a
total distance of 437.82 feet to CORNER 30, found a stone pile on

the west slope of a northerly drain witnessed by (1) 21" chestnut



oak S 50° 06' E, 25.22 feet (2) 15" pine N 05° 17' E, 45.6 feet,
set a standard USFS 2"x30" aluminum monument stamped 7-14EX5 and
SRWA 30 in the center of the existing stone pile and erected a new
stone pile, and established new bearing trees (3) 12" chestnut oak
S 03° 30" W, 24.42 feet (4) 10" chestnut cak S 73° 44' W, 20.60
feet and (5) 10" chestnut oak N 53° 15' W, 3.67 feet, said corner
30 also being corner 7 of U.S.A. Tract 14 Exception 5.
Thence
SOUTH 31° 17' 00" EAST, crossing a drain at 112 feet, in all a

total distance of 400.53 feet to CORNER 31, found a stone pile

witnessed by (1) 10" pine S 6° 46' W, 14.62 feet (2) 10" pine N 63°
13' W, 29;92 feet, set a standard USFS 2"x30" aluminum monument
stamped 6-14EX5 and SRWA 31 in the center of an existing stone pile
and erected a new stone pile, and established new bearing trees (3)
9" pine § 51° 52' W, 7.90 feet (4) 9" pine N 88° 29' W, 24.54 feet
and (3) 10" pine N 53° 28' W, 18.40 feet, said corner 31 also being
corner 6 of U.S.A. Tract 14 Exception 5.
Thence

SOUTH 37° 15 19" EAST, 17.76 feet to CORNER 32, on line between

corners 6 and 5, Tract 14 Exception 5, set a standard USFs 1"x30"
aluminum monument stamped SRWA 32 and erected a stone pile, and
established new bearing trees (1) 8" twin birch § 74° 58' E, 18.97
feet (2) 8" maple S 46° 02" W, 21.25 feet and (3) 9" poplar S 76°
15" W, 29.72 feet.

Thence along a meander line situated 100 feet northerly of
Forest Service Route 176 the following courses and distances:

SOUTH 36° 36' (2" WEST, 69.64 feet




SOUTH 03° 39" 02" EAST, 422.37 feet

SOUTH 63° 07' 56" WEST, 449.28 feet

SOUTH 84° 53! 26" WEST, 183.78 feet

SOUTH 55° 17' 13" WEST, 432.88 feet

SOUTH 52° 14' 28" WEST, 440.07 feet

SOUTH 45° 34" 34" WEST, 510.04 feet

SOUTH 62° 42' 20" WEST, 248.30 feet

SOUTH 46° 11' 59% WEST, 532.50 feet

SOUTH 63° 37' 05%" WEST, 209.26 feet

SOUTH 33° 03' 38" WEST, 132.34 feet
SOUTH 32° 04' 37" WEST, 152.11 feet

SOUTH 23° 26' 36" EAST, 157.81 feet to CORNER 33 on a northerly

slope 100 feet west of the centerline of Forest Service route 176
set a standard USFS 1"x30" aluminum monument stamped SRWA 33 and
erected a stone pile, and established new bearing trees (1) 4"
maple N 78° 53' E, 4.02 feet (2) 5" chestnut oak S 29° 05' W, 9.70
feet and (3) 3" maple N 39° 23' W, 15.49 feet.

Thence

SOUTH 25° 44" 19" EAST, 1481.82 feet to CORNER 34, 4150 feet %

southwest of the intersection of Forest Service Route 176 and
Forest Service Route 177.1, 100 feet northwesterly of the
centerline of Route 177.1 at a knob set a standard USFS 1"x30"
aluminum monument stamped SRWA 34 and erected a stone pile, and
established new bearing trees (1) 5" hickory N 29° 53' E, 21.52
feet (2) 7" red oak S 57° 49' W, 13.79 feet and (3) 11" red oak N
62° 01' W, 20.70 feet.

Thence along a meander 1line running generally 100 feet



northwesterly of Forest Service Route 177.1 the following courses

and distances:

SOUTH 56° 09' 38" WEST, 1370.30 feet

SOUTH 62° 37' 10"™ WEST, 539.54 feet

SOUTH 59° 09' 54" WEST, 741.24 feet

SOUTH 68° 13' 06" WEST, 208.05 feet

SOUTH 48° 02' 37" WEST, 562.88 feet
SOUTH 53° 147" 50" WEST, 469.69 feet

SOUTH 62° 20' 04" WEST, 848.03 feet

SOQUTH 50° 41' 50v WEST, 551.54 feet

SOUTH 54° 30' 14" WEST, 379.95 feet

SOUTH 49° 04" 47" WEST, 366.55 feet

SQUTH 27° 02' 32" WEST, 745.30 feet

SOUTH 08° 15! 53" WEST, 539.00 feet

SOUTH 16° 46' 49" WEST, 415.04 feet

SOUTH 12° 51' 28" WEST, 296.66 feet to CORNER 35, 100 feet west of
Forest Service Route 177.1 set USFS standard aluminum 1"x30"
monument stamped SRWA 35 with a stone pile, and established new
bearing trees (1) 5" oak N 64° 08' E, 8.27 feet (2) 4" oak N 36°
557 W, 4.91 feet and (3) 3 inch oak N 22° 28' E, 24.70 feet.

Thence

SOUTH 49° 52' 46" WEST, 176.84 feet to CORNER 36, 10 feet north and
10 foot west of the northwesterly corner of a communications
station fence, set a standard USFS 1"x30" aluminum monument stamped
SRWA 36 in a stone pile, and established newrbearing trees (1) 4"
ocak N 82° 51' W, 12.59 feet (2) 5" oak N 18° 38' W, 12.37 feet and

(3) 3" ocak N 35° 54' E, 9.74 feet.



" Thence

SOUTH 29° 45' 23" WEST, 441.34 feet to CORNER 37, 100 feet west of

the centerline of Forest Service Route 177.1 near the intersection
of the road to the communications station, and established a
standard 1"x30" aluminum monument stamped SRWA 37 in a stone pile,
set new bearing trees (1) 3™ ocak N 20° 54' E, 3.15 feet (2) 3" ocak
S 62“ 57' W, 13.39 feet and (3) 3" oak N 5° 01' W, 8.20 feet.

Thence continuing along a meander line situated 100 feet
northwesterly of said Forest Service Route 177.1 the following
courses and distances:

SOUTH 17° 35' 30" WEST, 171.09 feet

SOUTH 08° 13' 39" WEST, 403.70 feet

SOUTH 25° 59' 10" WEST, 439.05 feet

SOUTH 12° 41' 24" WEST, 789.07 feet
SOUTH 27° 37' 45" WEST, 1157.33 feet

SOUTH 35° 40' 10" WEST, 330.79 feet

SOUTH 30° 47' 48" WEST, 1155.26 feet

SOUTHE 12° 41' 20" EAST, 507.34 feet

SOUTH 01° 06' 38" EAST, 308.60 feet

SOUTH 05° 19' 31Y WEST, 247.43 feet

SOUTH 41° 43' 10" WEST, €65.78 feet

SOUTH 21° 03 18 WEST, 412.26 feet to CORNER 1, the Point_ of
Beginning and containing a computed acreage for the Shawvers Run
Wilderness Area of 3,466.582 acres and more particularly shown on
a plat prepared by Lumsden Associates, P. C., Engineers-Surveyors-
Planners, Roanoke, Virginia, dated September 20, 1992, entitled

"Boundary Line Survey of Shawvers Run Wilderness Area".
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SURVEYOR'S REPORT

Boundary Line Survey of
Shawvers Run Wilderness Area
Contract #53-3395-2-1
Located In
Craig & Alleghany County, Virginia
and in the
Jefferson and George Washington National Forest

Lines were run as specified by USDA Forest Service and where it was
specified to run along existing Forest Service lines, only minor
differences were noted between bearings and distances from deed
calls to actual measured calls. The error of closure in the
traverse for the Shawvers Run Wilderness Area was one part in
11,000.

Shawvers Run Wilderness Area contains 3,466.582 acres of land and
all lines were marked to U. S. Forest Service standards as per
contract #53-3395-2-1 and RFQ 61-14-91. Set standard 2"x30" USFS
monuments at corners 4, 5, 6, 8, 10, 11, 12, 13, 14, 15, 16, 18,
19, 22, 27, 30 and 31. Set standard 1"x 30" USFS monuments at 1,
17, 20, 21, 23, 26, 28A, 32, 33, 34, 35, 36 and 37. Evidence was
found at all corners to re-establish corner positions.

All survey work was completed by September 20, 1992. No qnusual
circumstances were encountered during this survey. See plat
prepared by Lumsden Associates, P. C., Engineers-surveyors-
Planners, dated September 20, 1992, titled "Boundary Line Survey of
Shawvers Run Wilderness Area®.

PRISR

[ B 9
{S HENDERSON, JR.%

B. Lee Henderson, Jr.
Land Surveyor #1480 VA
September 20, 1992

LUMSDEN ASSOCIATES, P.C.
Engineers-Surveyors—Planners
Roanoke, Virginia



SURVEYOR'S REPORT

Boundary Line Retracement of
Tract 14, Exception #5,
Jefferson National Forest

Tract 14, Exception #5, is located entirely in the New Castle
Ranger District, Craig County, Virginia.

The descriptions, as supplied by the USDA Forest Service, were
obtained and compared to actual measured distances. ©Only minor
differences were noted in the bearings and distances from deed
calls to actual measured calls. The error of closure in the
traverse was 1 part in 223,000.

Tract 14, Exception #5, contains 13.375 acres of land and all
corners (1 thur 11) are set standard 2" x 30" USFS monuments in a
stone pile, except for corner #8, which is an existing 17" pin cak
and corner #11, which is a set 3™ US Forest Service aluminum cap in
concrete. Evidence was found at all corners to re—establish the
corner position. All lines were marked to US Forest Service
Standards. '

All survey work was completed by September 20, 1992. No unusual
circumstances were encountered during this survey. See plat
prepared by Lumsden Associates, P.C., Engineers—-Surveyors-Planners,

dated 20 September 1992.

B. L.ee Henderson, Jr.
Land Surveyoxr #1480 VA
September 20, 1952

a' B- LEE
tS HENDERSON, JR.

QICENSE) No.
1480

LUMSDEN ASSOCIATES, P.C.
Engineers-surveyors—Planners
Roanoke, Virginia



Acreage Summary of Shawvers Run Wildermess

Jefferson National Forest, New Castle Ranger District

Craig County, Virginia 3,365.342 Acres

George Washington National Forest, James River Ranger District

Alleghany County, Virginia 101.240 Acres

Shawvers Run Wilderness
Total 3,466.582 Acres
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JBRRERAON HATIONAL FORRAT LANDLINE DATARAGE

10/27/92

ATLAS TRACT  COR DISTANCE

(RCORD O SHEET KUMBRR RO  AHD {FH)
32488.000 10-18 SHAWRUN 1 1980.8%
39489000 10-18 SHAWRUN 16 2458.59
57490.000 10-18 SHAWRUN 17 2726.43
$9491.000 10-13 SHAWRON 19 2432.33
52447.000 10-18 SHAWRUR 20  8495.58
£9493.000 10-18 SHAWRON 21 1471.%4
59494.000 10-18 SHAWRUN 22 47.13
57495.000 10-18 SHAWROW 23 1226.28
52500.000 10-18 SHAWRUN 28 413,78
59501.000 10-18 SHAWRUR 283  954.54
§2502.000 10-18 SHAWRON 131 11.76
59503.000 10-18 SHAWRON 32 3782.57
57504.000 10-18 SHAWRUN 33  1481.82
54505.000 10-18 SEAWRON 34 8033.77
59506.000 10-18 SHAWRUN 35 176.84
59507.000 10-18 SHAWRUN 36 441.34
52508.000 10-18 SEAWRUN 37  6587.70

: TOTAL Number of Tines
2%
17
1 TOTALS Do
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8URY
810D
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1992
1992
199
1992
1992
1992
1992
1992
1692
1993
1992
1992
1682
1992
1992
1992
1993
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¥y

TAST MAINT ZOKE SOURCE DATUK

el o e v

1992
1992
1992
1992
1692
1992
1992
1692
1892
1992
1992
1992
1992
1992
1992
19%2
1392

IKCLUDE

76
76
16
76
Tt
76
14
76
76
16
76
76
76
16
76
76
16

DISTRTCT UPDATE - TNTERIOR WILDERNESS LINES

T0TAL Distance [in Peet}

43129.17 PEET

NEW CASTI D

§TATE PLARE PROD

CODE CODR  R-COORDINATE
12 3 3350281. 466
12 3 3348330274
12 3 3347978.535
123 3348794.778
123 1349152.276
173 3351325.721
12 3 3351547.934
13 3351549.025
12 3 3353304.139
123 3353388.903
123 3353344712
13 3353347.928
12 3 3352571.162
12 3 3352767.28%
12 3 3351098.203
12 3 3351016.994
12 3 3350950.241
x4

pARBOURS CREEK

page Ho. L

T-COORDIRATE CODR RBNARKS

1137664.300
1139152.285
1139§17.281
1140916.923
1141566.233
1142972.9%7
1143362.55]
1143376.933
1143148067
1142886.013
1142398277
1142393.969
1141623.019
1141216.247
1139627.514
1139592.788
1139476.025

13

13

13

13
13

PRE 7R 14 CCR 41 FOR WB
= TR 14 COR 54
PRE TR 14 COR 86 FOR WB
= TR 499C COR 5

= TR 14 COR 264

KNDRS 100° § OF SR 607

= TR 14 COR 268

PRE TR 14B5 COR § FOR WB
= TR 145 COR 6

HNDRS 100" ¥ OF FS 176

HNDRS 100° W OF 177.1
¥NDRS 100" ¥ OF F§ 177.1
KHDRS 100' K OF F§ 177.1
HNDRS 100' N OF P§ 177.1
PRE SHAWRUE 1

VILDERNESS



